LEGEND OF EXISTING FEX TURES
—\ AND PROPOSED WORK I)EMS

(A) EXISTING FORCEMAIN FROM PUMP OUT STATION AT CANAL. NOTE
THAT UNDERGROUND ELECTRIC RUNS ADJACENT TO THIS LINE.
EXPOSE FORCEMAIN AND ELECTRIC SERVICE IN SEVERAL
LOCATIONS TO CONFIRM COVER WITH RESPECT TO SITE GRADING
AND BUILDING ADDITION LOCATION. CONFIRM THAT DEPTH WILL
NOT BE NEGATIVELY AFFECTED BY THE PROPOSED SURFACE
GRADING. IF ADEQUATE COVER CANNOT BE ACHIEVED, REMOVE
AND RESET THESE UTIUTIES. RE—USE IF POSSIBLE.

SHED

(B) EXISTING LIGHT POLE WITH ANTENNA. RELOCATE TO A LOCATION
APPROVED BY THE SUPERINTENDENT FOR THE DEPARTMENT OF

PUBLIC WORKS.

EXISTING WATER SERVICE TO PUMP OUT STATION. EXPOSE

WATER SERVICE IN SEVERAL LOCATIONS TO CONFIRM COVER

WITH RESPECT TO SITE GRADING. CONFIRM THAT THE UTIUTY
WILL NOT BE NEGATIVELY AFFECTED BY THE PROPOSED

SURFACE GRADING. IF ADEQUATE COVER CANNOT BE ACHIEVED,
REMOVE AND RESET THESE UTILITIES. RE-USE IF POSSIBLE. >

©

EXISTING SANITARY PUMP TANK MANHOLE. THIS FORCEMAIN
APPARENTLY CONNECTS TO THE PUMP QUT STATION
FORCEMAIN. BOTH FORCEMAINS APPARENTLY CONNECT TO
THE SANITARY LATERAL EXITING BUILDING PER RECORD
INFORMATION SHOWN.

©

—M—

EXISTING CATCH BASIN GRATE SITUATED ABOVE EXISTING
ABANDONED SEPTIC TANK. REMOVE GRATE AND SEPTIC TANK.
CONFIRM TANK LOCATION, CONFIGURATION AND CONDITION OF
SANITARY LATERAL. CONFIRM THIS INFORMATION WITH PROJECT
ARCHITECT SO THAT MAINTENANCE ACCESS CAN BE ACHIEVED
AND SANITARY CONNECTIONS TO THE NEW BATHROOMS CAN BE
ACHIEVED. REMOVE PAVERS OUTSIIDE OF BUILDING ADDITION
WHEN PERFORMING FINAL SITE GRADING. SEE ARCHITECTURAL
PLAN A1 FOR DETAIL ON RAMP TO BUILDING.
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POWER POLE RGE #19 D AND AT GRADE TELEHONE BOXES.
(G) ABANDON EXISTING 3/4" WATER SERVICE FROM MAIN TO

WATER METER. REMOVE YARD HYDRANT, EXISTING METER, METER
PIT AND HOSE RACK.

APPROXIMATE LOCATION OF SANITARY LATERAL PER 1987
BUILDING ADDITION DRAWINGS AND UTILITY LOCATION WORK.

(H)

MCWA TO EXCAVATE AND INSTALL 2" COPPER SERVICE OFF
8-INCH DI WATER MAIN WITH THE CURB STOP LOCATED 5—FEET
OFF THE WATER MAIN. MCWA TO PERFORM TEMPORARY
RESTORATIONS FOR A QUOTED AMOUNT TO THE OWNER.
OWNER/CONTRACTOR TO BE RESPONSIBLE FOR PERMANENT
RESTORATION

®

CONTROL VALVE (CURB STOP/BOX).

220 LF — 2" DIA. PE WATER SERVICE FROM RPZ/METER VAULT
TO BUILDING ADDITION UTILITY ROOM. PROVIDE A MINIMUM OF
18" OF VERTICAL CLEARANCE BETWEEN THE SEWER LATERAL
AND THIS PIPE AT THE CROSSING.

DISCONNECT EXISTING 3/4" WATER SERVICE WITHIN BUILDING
FROM OUTSIDE WATER SUPPLY. CONNECT NEW WATER LINE (1")
FROM SOURCE IN UTILITY ROOM AFTER RPZ TO THIS LOCATION
WITHIN THE BUILDING VIA OVERHEAD ROUTE DETERMINED IN

FIELD. 465

ST

200 LF () 1-1/2" DIA PE WATER SERVICE TO NEW LOCATION ST —— 47
APPROVED BY DPW SUPERINTENDENT. INSTALL NEW YARD INLET

AND HOSE RACK AT END.

SILT FENCE BARRIER. TOPSOIL AND SEED DISTURBED LAWN
AREAS AFTER ACHIEVING FINAL GRADES.

PROPOSED CONTOUR. GRADING IS TO PROVIDE POSITIVE
DRAINAGE AWAY FROM THE BUILDING AS SHOWN.
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FINISHED GRADE

WATER MAIN

5 MIN COVER

1-1/2" SERVICE —
1-1/2" CC THREAD x 1-1/2" IP MALE BALL VALVE
OR

2" SERVICE —

1-1/2" CC THREAD x 2" IP MALE BALL VALVE

1-1/2" OR 2" ~

(2) 1-1/2" OR 2" BRASS STREET ELBOWS

1-1/2" OR 2" SERVICE —
1-1/2" OR 2" COPPER COUPLING,

IP FEMALE x COPPER COMPRESSION

N7
.\

COPPER OR PLASTIC SERVICE

NOTES:

SOA MIN_‘MAUSTHOOY

ALIMOHLNY ¥3LVM
ALNNOD 30¥NOW

1. CORPORATION SWING JOINT ASSEMBLY INSTALLED PARALLEL WITH WATER MAIN (ROTATE ELBOWS).

2. TAPPING SADDLES ARE REQUIRED FOR ALL 1-1/2" AND 2" TAPS MADE ON A 4" THROUGH
12" DUCTILE IRON AND CAST IRON MAINS AND ALL SIZES OF PVC AND ASBESTOS MAINS

3lva
9102 1d3s

1-1/2" AND 2" SERVICE INSTALLATION
NOT TO SCALE
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IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO PROVIDE AND INITITIALIZE EROSION
CONTROL MEASURES. SILT FENCE IS TO BE MAINTAINED TO THE SATISFACTION OF THE TOWN OF
HENRIETTA'S PROJECT REPRESENTATIVE AND WILL BE REMOVED BY THE CONTRACTOR ONCE GROUND
COVER IS RE—ESTABLISHED AND APPROVAL TO REMOVE IS CONFIRMED WITH THE WVILLAGE.

SILT FENCE DETAIL

N.T.S.

6»

17,1-1/2” AND 2” WATER SERVICE LINE NOTES

1 Water service lines shall be constructed in accordance with the regulations and
specifications of the Water Authority.

Water service lines shall have a minimum of five feet of cover from finished
grade in lawn areas and six feet of cover from finished grade in paved areas.

38 Water service lines shall be separated at least ten feet, measured from the outside
of the pipes, from sewer mains or septic systems.

4. Water service lines shall be identified as:

DESCRIPTION SIZE® [ MATERIAL™ [ TYPE©
MCWA Portion = from the water main to and including - Type “K”
the control valve on the ROW/property/easement line 2" DIA, Copper DS
Private Portion = from the control valve to the meter 2* DIA, PE DS

@ Minimum size is 1-inch.

® Acceptable material for private portion is either Type “K” Copper or
Polyethylene plastic (PE) #4710, SDR 9, ASTM 2737, NSF-PW,
250 psi (CTS OD)

© Service Types include: Domestic = DS, Fire = FS, or Combined = CMB

5. The Water Authority’s portion of the service line shall be installed after the
private portion of service is installed.

Water meter(s) to be located on the interior of exterior wall(s) immediately upon
service entrance into the building(s), or in a meter tile when conditions warrant.
A by-pass assembly is not required around the installation of 5/8-inch through 1-
inch meters. Meter installations greater than 1-inch may require a by-pass
assembly around the meter.

SEPT 2017
WA  MONROE COUNTY DATE
@WATER AUTHORITY
ROCHESTER, NEW YORK DME 27
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10.

1.

12.

GENERAL & UTILITY NOTES

MINIMUM SEPARATION BETWEEN WATERMAIN AND SEWER MAINS TO BE

6" MIN. WIDE GREEN HEAVY GAUGE .004"
POLYETHYLENE UNDERGROUND WARNING TAPE

SAFE AND CONTINUOUS TRAFFIC AND INGRESS AND EGRESS FOR 13.

ADJACENT OWNER DRIVEWAYS, SERVICE AND PUBLIC ROADS SHALL
BE MAINTAINED THROUGH THE PERIOD OF CONSTRUCTION.

ALL CONTRUCTION RELATED TO THIS PROJECT SHALL BE IN CONFORMANCE
WITH ALL APPLICABLE LOCAL, STATE, AND FEDERAL REQUIREMENTS.

THE CONTRACTOR SHALL OBTAIN ALL APPROPRIATE PERMITS BEFORE
BEGINNING ANY CONSTRUCTION.

THE CONTRACTOR IS REQUIRED TO NOTIFY CENTRAL STAKEOUT,
TELEPHONE NO. 1-800—962—-7962 (811) FOR FIELD STAKEOUT OF
UNDERGROUND UTILITIES BEFORE COMMENCING CONSTRUCTION.

THE PROPOSED WATER APPURTENANCES SHALL CONFORM TO THE
MONROE COUNTY WATER AUTHORITY STANDARDS.

ALL WATER AND WASTEWATER APPURTANCES SHALL CONFORM TO
MONROE COUNTY HEALTH DEPARTMENT STANDARDS.

THE CONTRACTOR SHALL PROVIDE FOR EROSION CONTROL BARRIERS
DURING CONSTRUCTION AND FOR THE REMOVAL OF THE SAME AFTER
GRADING AND SEEDING HAS BEEN ESTABLISHED.

THE CONTRACTOR SHALL BE REQUIRED TO CLEAN MUD AND DEBRIS
FROM PUBLIC ROADS SERVICING THE CONSTRUCTION SITE DURING
AND AFTER THE COMPLETION OF THE PROJECT.

THE CONTRACTOR SHALL NOTIFY AGENCES PRIOR TO ANY EXCAVATING AND
REQUEST SUCH UTILITY TO STAKE OUT WATER, GAS, ELECTRIC, AND/OR
BURIED TELEPHONE LINES OR CABLES.

THE CONTRACTOR SHALL USE DUE CAUTION IN PROTECTING PROPERTY
MARKERS AND ALL ELEVATION SURVEY STAKES.

THE ACCURACY OF EXISTING UTILITIES ARE NOT GUARANTEED.

EXISTING UTILITES SHOWN ON THE PLANS ARE A RESULT OF THE BEST
INFORMATION THAT COULD BE OBTAINED FROM FIELD SURVEYS AND
RECORD MAPS AND ARE FOR GENERAL INFORMATION ONLY. IT SHALL BE
THE CONTRACTOR'’S RESPONSIBILITY TO DETERMINE THE LOCATION OF ALL
PERTINENT UTILITIES BY FIELD INVESTIGATION. THE CONTRACTOR SHALL
ALSO TAKE THE NECESSARY MEASURES TO PRESERVE AND

PROTECT EXISTING UTILIITES.

ALL ELECTRICAL WORK SHALL BE PERFORMED IN CONFORMANCE WITH ALL
NEC AND UL ELECTRICAL CODES

14,

15.

16.

17.

18.
19.

18" VERTICALLY MEASURED FROM THE OUTSIDE OF THE PIPES AT THE
POINT OF CROSSING. MINIMUM HORIZONTAL SEPARATION BETWEEN
WATERMAINS AND SEWER MAINS TO BE 10" (FEET) MEASURED FROM
THE OUTSIDE OF THE PIPES. IF A CROSSING SHOULD OCCUR ONE
FULL LENGTH OF THE SEWER SHALL BE CENTERED UNDER OR QVER
THE WATERMAIN SO THAT BOTH THE JOINTS WILL BE AS FAR FROM THE
SEWER AS POSSIBLE. WHERE A WATERMAIN CROSSES UNDER A SEWER
ADEQUATE STRUCTURAL SUPPORT (COMPACTED SELECT FILL) SHALL BE
PROVIDED FOR THE SEWER TO PREVENT SETTLING.

ALL WATERMAINS AND SERVICES SHALL HAVE A MINIMUM OF 5' (FEET)
OF COVER FROM THE TOP OF THE MAIN TO THE FINISHED GRADE. THE
CONTRACTOR SHALL CHECK ALL CUT STAKES BEFORE TRENCHING TO

INSURE THAT ALL INSTALLED WATERMAINS WILL HAVE THE REQUIRED COVER.

THE CONTRACTOR SHALL COMPLY WITH THE NEW YORY STATE INDUSTRIAL CODE,
RULE 23, SUBPART 23—4 EXCAVATION OPERATIONS” AND ALL APPLICABLE O.S.H.A.

REQUIREMENTS SO AS TO PROVIDE SAFE EXCAVATION PROCEDURES.

IT IS THE CONTRACTOR'S RESPONSIBILITY TO TEMPORARILY SUPPORT AND
MAINTAIN OTHER UTILITIES AS REQUIRED.

ALL TRAFFIC MAINTENANCE INCLUDING SIGNS, BARRICADES, LIGHTS AND
OTHER TRAFFIC CONTROL DEVICES SHALL BE IN CONFORMANCE WITH THE

REQUIREMENTS OF THE NEW YORK STATE MANUAL OF UNIFORM TRAFFIC
CONTROL DEVICES.

PROPOSED SLOPES SHALL NOT EXCEED 1 ON 3 EXCEPT WHERE NOTED.
THE CONTRACTOR SHALL READ AND BECOME COMPLETELY FAMILIAR WITH

THE APPROVED DESIGN PLANS. SHOULD THE CONTRACTOR HAVE ANY QUESTIONS
CONCERNING THE PROJECT DESIGN, CONTACT THE DESIGN ENGINEER PRIOR TO

COMMENCING CONSTRUCTION.

BEARING THE INSCRIPTION

— "CAUTION —

SEWER LINE BURIED BELOW”
WITHIN PAVED AREA | OUTSIDE PAVED AREA
(REPLACE PAVEMENT IN KIND
AS PER PLAN WHERE REQUIRED ﬁq Jﬁ)@ﬁoﬂ‘géND HYDROSEED
® 7
o, 2'4,, CONTRACTOR TO PROVIDE SAFE
SELECT GRANULAR ALY EXCAVATION PER STATE AND
\AA A
FILL N.Y.5D.0.T L FEDERAL REQUIREMENTS
o 29307 e = NATIVE SOIL WITH NO
AGGREGATE TO. BE o) . AGGREGATE LARGER THAN
i 4 IN SIZE TO BE
TAMPED IN 6" LIFTS z »
P TAMPED IN 12" LIFTS.
R ES IR TS—UNDISTURBED EARTH
TRENCH EXCAVATION —f=o—\ Py .|
Ll Ml Ts V’VVVVV‘ vvvvvv [Te]
°’ RUN OF BANK SAND
” 6" BACKFILL_ TAMPED
6 IN 68” LAYERS
NEW WATER )
SERVICE : PAY LIMITS
PAY LIMITS ©
3

——BEDDING MATERIAL GRADED

GRANULAR MATERIAL IF WET,
UNSTABLE CONDITION OR
IN ROCK

TYPICAL WATER SERVICE TRENCH DETAIL

| 8 Min | STRAW BALES

Straw Bale

=
|

LIMITS OF DRIVEWAY EXCAVATION

VARIES

PERMANENT SEEDING 3

. B

SR 1.
9‘?@%\/\\\
L

/ \\/\//\/\ \>\/\/\/\/\\/ 2.
S \\/ R

1" ASPHALT TOP COURSE
NYSDOT TYPE 7 ITEM NO. 403.198902 3

2" ASPHALT BINDER COURSE
NYSDOT TYPE 3 ITEM NO. 403.138902

8" CRUSHER RUN STONE

IN 2 COMPACTED LIFTS
UNDISTURBED SUB—GRADE

TYPICAL ASPHALT DRIVEWAY

N.T.S.

NYSDOT TYPE 2 ITEM NO. 304.12 4, MULCH WITH CLEAN (WEED FREE) STRAW.

REPLACE TOPSOIL TO A MINIMUM DEPTH OF 6 INCHES. o

Native Soil

TN 4"x4"x6" Wood Post or
6’ Steel Post Min.

Liner Anchor

N.T.S.
Letters 6" Min. Heightj
T [ [E ° 6" Wire Staple or Sandbag
CONCRET
o WASHOUT o 30-Mil Polyethylene
£ AREA o Plywood or Aluminum 3’ Min
o 48" X 24" Min.

STRAW BALF ANCHOR SECTION

Entrench 3"

% 2" Max

o oo bloiniole

— 1. MAINTAINING TEMPORARY CONCRETE WASHOUT FACILITES SHALL INCLUDE REMOVING AND

30-MIL POLYETHYLENE L,e' WIRE STAPLE OR SANDBAG
(ANCHOR EVERY 2))

PLAN VIEW

SIGN DETAIL DISPOSING OF HARDEND CONCRETE AND/OR SLURRY AND RETURNING THE FACILITIES TO
SEED 20 POUNDS OF PERENNIAL RYEGRASS PER ACRE AND 80 A FUNCTIONAL CONDITION.
POUNDS PER ACRE OF KENTUCKY BLUEGRASS OR EQUIVALENT. 2. FACILITY SHALL BE CLEANED OR RECONSTRUCTED IN A NEW AREA ONCE WASHOUT
BECOMES TWO—THIRDS FULL.
. FERTILIZE WITH 600 POUNDS PER ACRE OF 10-10-10. LIME TO
ACHIEVE A PH OF 6.0. IF HYDROSEEDER IS NOT USED, SEED 3. EACH STRAW BALE IS TO BE STAKED IN PLACE USING (2) 2"X2"X4' WOODEN STAKES.
AND FERTILIZER SHOULD BE LIGHTLY RAKED INTO SOIL.
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