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LEGEND OF EXISTING FEX TURES

AND PROPOSED WORK I)EMS

EXISTING FORCEMAIN FROM PUMP OUT STATION AT CANAL. NOTE
THAT UNDERGROUND ELECTRIC RUNS ADJACENT TO THIS LINE.
EXPOSE FORCEMAIN AND ELECTRIC SERVICE IN SEVERAL
LOCATIONS TO CONFIRM COVER WITH RESPECT TO SITE GRADING
AND BUILDING ADDITION LOCATION. CONFIRM THAT DEPTH WILL
NOT BE NEGATIVELY AFFECTED BY THE PROPOSED SURFACE
GRADING. IF ADEQUATE COVER CANNOT BE ACHIEVED, REMOVE
AND RESET THESE UTIUTIES. RE—USE IF POSSIBLE.

EXISTING LIGHT POLE WITH ANTENNA. RELOCATE TO A LOCATION
APPROVED BY THE SUPERINTENDENT FOR THE DEPARTMENT OF
PUBLIC WORKS.

EXISTING WATER SERVICE TO PUMP OUT STATION. EXPOSE
WATER SERVICE IN SEVERAL LOCATIONS TO CONFIRM COVER
WITH RESPECT TO SITE GRADING. CONFIRM THAT THE UTIUTY
WILL NOT BE NEGATIVELY AFFECTED BY THE PROPOSED
SURFACE GRADING. IF ADEQUATE COVER CANNOT BE ACHIEVED,
REMOVE AND RESET THESE UTILITIES. RE-USE IF POSSIBLE.

EXISTING SANITARY PUMP TANK MANHOLE. THIS FORCEMAIN
APPARENTLY CONNECTS TO THE PUMP QUT STATION
FORCEMAIN. BOTH FORCEMAINS APPARENTLY CONNECT TO

THE SANITARY LATERAL EXITING BUILDING PER RECORD
INFORMATION SHOWN.

EXISTING CATCH BASIN GRATE SITUATED ABOVE EXISTING
ABANDONED SEPTIC TANK. REMOVE GRATE AND SEPTIC TANK.
CONFIRM TANK LOCATION, CONFIGURATION AND CONDITION OF
SANITARY LATERAL. CONFIRM THIS INFORMATION WITH PROJECT
ARCHITECT SO THAT MAINTENANCE ACCESS CAN BE ACHIEVED
AND SANITARY CONNECTIONS TO THE NEW BATHROOMS CAN BE
ACHIEVED. REMOVE PAVERS OUTSIIDE OF BUILDING ADDITION
WHEN PERFORMING FINAL SITE GRADING. SEE ARCHITECTURAL
PLAN A1 FOR DETAIL ON RAMP TO BUILDING.

POWER POLE RGE #19 D AND AT GRADE TELEHONE BOXES.

ABANDON EXISTING 3/4" WATER SERVICE FROM MAIN TO
WATER METER. REMOVE YARD HYDRANT, EXISTING METER, METER
PIT AND HOSE RACK.

APPROXIMATE LOCATION OF SANITARY LATERAL PER 1987
BUILDING ADDITION DRAWINGS AND UTILITY LOCATION WORK.

MCWA TO EXCAVATE AND INSTALL 2" COPPER SERVICE OFF
8-INCH DI WATER MAIN WITH THE CURB STOP LOCATED 5—FEET
OFF THE WATER MAIN. MCWA TO PERFORM TEMPORARY
RESTORATIONS FOR A QUOTED AMOUNT TO THE OWNER.
OWNER/CONTRACTOR TO BE RESPONSIBLE FOR PERMANENT
RESTORATION

CONTROL VALVE (CURB STOP/BOX).

220 LF — 2" DIA. PE WATER SERVICE FROM RPZ/METER VAULT
TO BUILDING ADDITION UTILITY ROOM. PROVIDE A MINIMUM OF
18" OF VERTICAL CLEARANCE BETWEEN THE SEWER LATERAL
AND THIS PIPE AT THE CROSSING.

DISCONNECT EXISTING 3/4" WATER SERVICE WITHIN BUILDING
FROM OUTSIDE WATER SUPPLY. CONNECT NEW WATER LINE (1")
FROM SOURCE IN UTILITY ROOM AFTER RPZ TO THIS LOCATION
WITHIN THE BUILDING VIA OVERHEAD ROUTE DETERMINED IN
FIELD.

200 LF () 1-1/2" DIA. PE WATER SERVICE TO NEW LOCATION
APPROVED BY DPW SUPERINTENDENT. INSTALL NEW YARD INLET
AND HOSE RACK AT END.

SILT FENCE BARRIER. TOPSOIL AND SEED DISTURBED LAWN
AREAS AFTER ACHIEVING FINAL GRADES.

PROPOSED CONTOUR. GRADING IS TO PROVIDE POSITIVE
DRAINAGE AWAY FROM THE BUILDING AS SHOWN.

Monroe County Department of Public Health

These plans for the installation of backflow prevention
device(s) are hereby approved pursuant to 10NYCRR5
of the State Sanitary Code subject to the conditions of
Approval.

Director of Public Health

By Public Heath Engineer Date
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PROPOSED 2" DIA.

PE WATER SERVICE SOUTH WALL

CONTINUES TO OF UTILITY

ADJOINING ROOM

FLUSH TRUCK BAY. .,

CONNECT OTHER 1—-1/2" WATTS 775l
WATER SERVICES STRAINER OR APPROVED

» 1-1/2” LF909 M1 EQUAL.
TO THIS 2~ SERVICE. RPZ BY WATTS OR

APPROVED EQUAL. VAL VE

(TYPICAL
WHERE

SHOWN)

N \
1—1/2" MACH 10 METER

WITH STRAINER AFTER
METER FOR MAX DEMAND

(50 GPM)

467.0° FLOOR

/

L4” DIA. PVC DRAIN PIPE WITH 2" AIR GAP PROPOSED 2" DIA.
Monroe County Department of Public Health BETWEEN RPZ AND DRAIN. EXTEND PIPE WATER SERVICE
These plans for the installation of backflow prevention THROUGH WALL TO OUTSIDE. PLACE ONE— FROM_CONTROL
device(Z) are hereby approved pursuant to $ONYCRR5 WAY CHECK FLAPPER ON END WITH RODENT VALVE AT

of the State Sanitary Code subject to the conditions of SCREEN. TERMINATE DRAIN PIPE 12” ABOVE kEASEMENT

Approvel e stor of Public Health FINISHED GRADE AT 12°X12” SPLASH PAD. ——

—
Bublic Heath Engineer 1-1/2" DIA. PE WATER SERVICE TO YARD HYDRANT

Monroe County Department of Public Health RPZ AND METER - EL EVA T/ON V/EW
Note: Approval granted with the understanding that said
plans are subject to review and reapproval after two
years from date hereon, if installation is not complete by

that time. VILLAGE OF PITTSFORD DPW BUILDING ADDITION

VILLAGE LANE
REVISED 3-06-25 PER MCWA REVIEW

REVISED 2—25-25 PER MCWA REVIEW DATE: : APPROX. SCALE: SHEET NO.
REVISED 2—11-25 PER MCWA REVIEW JAN. 2025 LA 1,27 =1’ 2 OF 4




4" DIA. PVC DRAIN PIPE WITH 2™
AIR GAP BETWEEN RPZ AND DRAIN.
EXTEND PIPE THROUGH WALL TO
OUTSIDE. PLACE ONE—WAY CHECK
FLAPPER ON END WITH RODENT
SCREEN.

TERMINATE DRAIN PIPE 12"

ABOVE FINISHED GRADE AT

12"°X12” SPLASH PAD.

Monroe County Department of Public Health

These plans for the installation of backflow prevention
device(s) are hereby approved pursuant to 10NYCRR5
of the State Sanitary Code subject to the conditions of
Approval.

Director of Public Health

Public Heath Engineer

Monroe County Department of Public Health
Note: Approval granted with the understanding that said
plans are subject to review and reapproval after two

years from date hereon, if installation is not complete by
that time.
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/ VALVE AT

EASEMENT.

1-1/2" LF909 M1
RPZ BY WATTS OR
APPROVED EQUAL.

1—1/2" MACH 10 METER
WITH STRAINER AFTER
METER FOR MAX DEMAND

} (50 GPM)
PROPOSED 2" DIA. PE WATER SERVICE

CONTINUES TO ADJOINING
FLUSH TRUCK BAY. CONNECT OTHER

WATER SERVICES TO THIS 2" SERVICE.

1-1/2" WATTS 77SI
STRAINER OR APPROVED
EQUAL.

RPZ AND METER - PLAN VIEW
VILLAGE OF PITTSFORD DPW BUILDING ADDITION
VILLAGE LANE

APPROX. SCALE:
7/2}) i 7}

REVISED 3-06-25 PER MCWA REVIEW
REVISED 2-25-25 PER MCWA REVIEW DATE:
REVISED 2—-11-25 PER MCWA REVIEW JAN. 2025
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CONSTRUCTION NOTES:

MAINTAIN 8" MINIMUM HORIZONTAL SEPARATION FROM WALL TO BACK OF RPZ AND OTHER DEVICES.
MAINTAIN 127 MINIMUM HORIZONTAL SEPARATION FROM CEILING TO RPZ AND OTHER DEVICES.
MAINTAIN 30" MINIMUM HORIZONTAL SEPARATION FROM WALL TO FRONT OF RPZ.

MAINTAIN 30" MINIMUM (60" MAXIMUM) VERTICAL SEPARATION FROM FLOOR TO RPZ.

MAINTAIN 18" MINIMUM VERTICAL SEPARATION FROM FLOOR TO RELIEF VALVE BOTTOM.

WATER METER IS TO BE PROVIDED BY MCWA.

PROVIDE 1—1/2" RPZ DEVICE.

ALL PIPING TO BE PE TO METER AND PE UPSTREAM OF RPZ DEVICE FROM CONTROL VALVE. METERS ARE
10 BE INSTALLED BETWEEN 18 AND 40 INCHES FROM CENTERLINE OF THE DEVICE TO FLOOR GRADE.
MAINTAIN A MINIMUM CLEARANCE OF 12 INCHES ABOVE THE DEVICES.

AIR GAP FITTINGS ARE NOT PERMITIED.

VICTAULIC FITTINGS ARE NOT PERMITTED UPSTREAM OF THE BACKFLOW PREVENTION DEVICE.
DEVICES ARE TO BE INSTALLED SO THAT TEST PORTS ARE FRONT OR TOP FACING.

ALL MATERIAL BEFORE THE BACKFLOW DEVICE SHALL BE BRASS, COPPER, OR ZINC COATED CEMENT LINED
DUCTILE IRON AND BE MECHANICALLY JOINED.

BACKFLOW PREVENTER SHALL BE INSTALLED SO ALL TESTING PORTS WILL BE TOP OR FRONT SIDE OF DEVICE.

RPZAND METER - CONSTRUCTION NOTES
VILLAGE OF PITISFORD DPW BUILDING ADDITION

VILLAGE LANE
REVISED 3-06-25 PER MCWA REVIEW

REVISED 2-25-25 PER MCWA REVIEW DATE: : APPROX. SCALE: SHEET NO.
REVISED 2—-11-25 PER MCWA REVIEW JAN. 2025 LA NO SCALE 4 OF 4




